
HITACHI

Rated Engine
HP: 132 (98 kW)

Operating Weights
EX200LC: 45,000 lb

(20 400 kg)

Bucket Capacity
.67 – 1.57 yd3

(.51 – 1.20 m3)
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Putting Technology To Work

Features

Specifics

HitachiÕs Super EX200 puts advanced technology to work. 
Rugged enough to stand up to your toughest jobs, with
ÒHuman TouchÓ engineering to make getting those jobs done
a lot more comfortable. They are built to survive, built to
perform, and built to give you real value for your dollar.

¥ Isuzu A-6BG1T turbo-charged, direct injection diesel engine
meets all EPA clean air requirements. 

¥ Dash-5engine/hydraulic control with three power modes, a
power boost button, and four work modes.

¥ Power modes: 
1. Normal: Standard operation. 
2. H/P: Increased engine rpm and horsepower. 
3. E: Maximum fuel efficiency in light duty applications. 

¥ Work modes:
1. General Purpose
2. Grading
3. Precision
4. Attachment 

¥ Cab mounted on six fluid-filled, vibration dampening, shock
absorbing mounts.

¥ Compact travel motor design; protected piping reduces
opportunity of damage.

¥ The updated work modes provide power in the order of the
inherent priority for the job at hand. For example, in the
Grading Mode, the arm rolls in slowly and powerfully while
rolling out quickly for efficient grading. The Attachment Mode
provides automatically adjusted oil flow to meet the
requirements of the attachment.

¥ The Super EX200, as with all Hitachi excavator models, is built
to maximize performance, reliability, and operator comfort
through optimum design and quality components. The Isuzu
engine is matched to the hydraulic pump for outstanding
multiple function performance. The undercarriage, carbody and
front attachment are all balanced and designed for maximum
strength. All of this means that your Hitachi EX200 will work
economically and productively for years and for thousands of
hours at minimum operating costs.
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Operating Travel Max. Lift Traction
Model Weight Power Speeds Capacity Gradeability Force

EX200LC 45,000 lb 132 HP 0-3.4 mph 20,900 lb 35o 38,100 lb
(20 400 kg) (98 kW) (0-5.5 kph) (9 480 kg) (70%) (17 300 kg)


